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See Specification u0S/CVL003 Issue 4 Dated 11, 9. 56

See K1001/a1/D11

Specificatin MOS/ACVLO3L SECURITY
Issue 3 Dated 11.5.56 Specification Valve
To be read in conjunoticn with K1001 UNCIASSIFIED | UNCIASSIFIED
TYFR OF V;ALVE = Roliablo Doublo Triode MARITING
with floxiblo leads 1001 /e

CATHODE® = Indirectly-heated
ENVELCEE = Glass BASE
FROTOTIFE - CV491 - 12AU07 BOA/F
EQUIVALENT PINNED VALVE ~ CV4003

BATING, CONNECTIONS, CAPACITANCES and NOTES DIMENSIONS

D.Iead length 38°

Dimensims (mm)| Min | Max
AeSeated height| = | L9
B, Dismetor 19 2242

IDUNTING POSITION

dny

TESTS

The tests roquirec by Specification MOS/CVL003 Issue L Deted 11. 9. 56 shall b

performed except as follows:-

e

it AQL | Inspe | Sy2= | Linits | Units
K1001 Teat Test Conditions % Levol | bol _
GROUP D
DEIETE - .
7.2 Baso Strain No voltages 6.5 IA
ADD -
5¢12 | Jead Fragility | No voltages 6e5] IA
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