SUBMINIATURE R.F. PENTODE DF60
Subminiature sharp cut-off r.f. pentode

for use in battery-operated equipment.

FILAMENT
Suitable for d.c. operation only.
Vi 1.25 \
Ie 50 mA
MOUNTING POSITION Any

Note - Direct soldered connections to the leads of this valve must
be at least Smm from the seal and any bending of the valve leads must
be at least 1.5mm from the seal.

CAPACITANCES
Ca_gy <0.01 pF
Cin 3.7 PF
Cout 4.6 pF
CHARACTERISTICS
Va 45 67.5 \
Vs 45 67.5 v
Ve 0 0 v
Ry, 5.0 50 MQ
la 0.8 1.8 mA
ls 220 480 LA
gm 0.82 11 mA/V
ry 1.2 1.0 MQ
Ve, (gm=10uA/Y) -3.0 4.0 v
~ Ryn (f=50Mc/s) - 345 kO
ca - 82 kO
OPERATING CONDITIONS AS A FREQUENCY CHANGER
Va 45 67.5 v
Ves 45 67.5 v
Rg, 100 100 kQ
Ly 0.56 1.06 mA
lgs 150 300 wA
vosc(r.m.s.) 30 40 V
lgy 33 40 wA
ge 270 320 LAV
un (eF) 320 400 AV
ra 1.6 1.46 MQ
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DF60 SUBMINIATURE R.F. PENTODE

Subminiature sharp cut-off r.f. pentode
for use in battery-operated equipment.

LIMITING VALUES

Va max. 90 \
Vg max. 67.5 A
I max. 40 mA
[2526] 978
[232¢] 6-4 max ﬂ_‘]m[ 153
o t-g3M f+g3 ¥
~ g
o E
- -
v @
o ”
T l
| ) Hl 1-25 max *
- } £U 'E
P 2
=93 M f+93 B5G/F Base I ,w " s @
g3 consists of two plates one being —t
connected to tead 3 and the other 7-2 Imax

—
to lead 5 over wire

All dimensions in mm

(@
[Mullard]

ISSUE 1 P, DF60 1056-2




