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POWER AMPLIFIER TRIODE TYPE 7748

February 15, 1961

The type 7748 is a three electrode tube designed for service as an oscillator, amplifier or modulator in Class
B & C operation, The anode is water cooled with an integral water jacket and is capable of dissipating 35
kilowatts during C.C.5. The cathode is a thoriated tungsten filament which moy be operated either with d-c or
single-phase a-c. Maximum ratings apply to 30 megacycles,

ELECTRICAL:

Cothode. . vu s v e anennninan Therioted Tungstan Filament
Filament;
Voltage . . oot vttt it inna i a i e s 8.0 Yolts
CUIMONE o v i v v it i s s s st et a e e 150 Amperes
Minimum Heating Time . . .« . v o i i u v u v u 15 Seconds
Amplification Factor .. .. o0 vt cnnan 20
Direct Intarelectrode Capacitancas:
Gridto Plate. . . . @ ot it i i it it ee s s s 79 ppf
Grid to Filament . . . . . . .. .o 70 ppf
Platsto Filament . . ... it iin i rivasnsens 4 puf
MECHANICAL:
Mounting Position . . .............. Vertical, Anode Down
Typeof Cooling. + « v v i v it et i it v e v e se s r s Water
Water Flow Required .. ..... .00 e 30 GPM
Static Preasure (gt I0GPM). . . + v v . v i e v st v it 8 PsI
Maximum Qutlet-Woter Temperature . .. o v v v v v v v rs o 70 °C
Maximum Grid and Filament Seol Temperature . ....... 180 °C
Mot Weight . o o vt i ottt is e cvnar s nansenennn 18 Pounds

MAXIMUM RATINGS:
Absolute Moximum Values

DC Plate Voltage. . . v v v v o v\

DC Plate Current. , . ...
DC Grid Voltage . v v o v v
DC Grid Current .. ., .. ...
Plate Power Input .. ... ....
Plate Dissipation

.........

R

TYPICAL OPERATING CHARACTERISTICS:

DC Plote Voltage. . . . .. 7500
DC Grid Voltage . .. ... -8Q0

Peok R.F. Grid Voltage. . 1250
DC Plats Current. . . ... 8.5
DC Grid Current , , ..., 0.875
Driving Power, . . . .. .. 1050
Power Qutput . .. .. ... 335

Terminals
F| = 6,5
Fp = 2,3
for= 7
G = I,4
| 9" 0.562" Min.
32 Straight
Maox. *
T Vogert
I Max.
0.750"Min.
. Straight e
14% | 7" ta' Dia.
u
1.21 t t * Pipe Thd,
n u
SLZ 7'“ u ]
R 5.144" £03|
I 4
—4 l
l 1" Inley Pipe Thd.

‘e 12.5 maox.
. 10 mex.
..... <3000 max.
..... 1.25 max.
..... 80 mox.
..... 35 mox,
10000 12500
~1100 =1300

150 1700

4.7 4.25

0.58 0.59

850 970

40 44,5

Kilovoits
Amperas
VYelts
Ampeares
Kilowatts
Kilowatts

Yoltz
Volta
Yolts
Amperes
Ampores
Watts
Kilowatta
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AVERAGE CONSTANT- CURRENT CHARACTERISTICS

FPiate Kilovolts
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PLATE CURRENT CUTOFF LINE
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